GVSDT Meeting Notes August 4-5, 2009

Attachment B


High Level Outline for PRC-024-1
	Requirement 1
	Setting of frequency relays for existing generators. 
1. Include frequency rate of change. 
2. Include exceptions for existing generators. [old R5]

	Requirement 2
	Setting of voltage relays for existing generators. 
1. Include exceptions for existing generators. [old R5] 

	Requirement 3
	Provide estimate of existing generator performance during frequency and voltage excursions. 

	Requirement 4
	Process for review of limitation exceptions. [old R6]

	Requirement 5
	Require new generators to ride through frequency and voltage excursions. 

1. Temporary maintenance exceptions for reduced/degraded performance issues such as turbine blade wear.

	Requirement 6
	Provide frequency and voltage relay settings to RC, PC, etc. [old R3 and old R4]

	Requirement 7
	Investigate actual unit trips due to frequency or voltage excursion upon request from RC within 72 hours.


	Measure 1 
	Each Generator Owner shall have evidence such as setting sheets, calibration sheets, or other documentation, that generator frequency protective relays have been set in accordance with Requirement R1. 

	Measure 2
	Each Generator Owner shall have evidence such as setting sheets, voltage-time curves, calibration sheets, coordination plots or dynamic simulation studies, that generator voltage protective relays have been set in accordance with Requirement R2. 

	Measure 3
	

	Measure 4
	

	Measure 5
	[In the case when the generator is newly installed,] the GO has evidence such as Design Specification, Purchase Order, Factory Acceptance Test reports, Commissioning reports, Dynamic Model analysis. 

	Measure 6
	

	Measure 7
	


