Comparison of IIB M3 to MOD-025-1

	Draft Proposed Standard
	Source Planning Standard

	A. Introduction

1. Title:  Verification of Reactive  Power Capability

2. Number:  MOD-025-1 
3. Purpose:

To verify generator gross and net reactive power capability are available and consistent with models used to assess Bulk Electric System reliability.
4. Applicability
4.1. Generator Owner
5. Proposed Effective Date:  July 1, 2005


B. Requirements

R1. The Generator Owner shall verify the gross and net reactive power capability of its units in accordance with Regional Reliability Organization requirements.

R2. The Generator Owner shall provide the Regional Reliability Organization and appropriate Transmission Planner with the following information on request:

R2.1. Maximum sustainable reactive power capability (both lagging and leading) as a function of real power output including generator terminal voltage limitations.

R2.2. Reason for reactive power limitation.

R2.3. Reactive power requirements of auxiliary loads.

R2.4. Method of verification, including date and conditions as established in the Regional Reliability Organization procedures.
C. Measures

M1. The Generator Owner shall document verification of sustainable gross and net reactive power capability of generators, including verification methods as established by Regional Reliability Organization procedures, and shall make such documentation available to the Regional Reliability Organization and appropriate Transmission Planner.

M2. The Generator Owner shall have evidence it provided the Regional Reliability Organization and appropriate Transmission Planner with validation of generator sustainable gross and net reactive power capability when requested.

D. Compliance

6. Compliance Monitoring Process

6.1. Compliance Monitoring Responsibility

Regional Reliability Council
6.2. Compliance Monitoring Period and Reset Timeframe

Not specified.
6.3. Data Retention

Not specified.
6.4. Additional Compliance Information

Not specified.
7. Levels of Non-Compliance
7.1. Level 1:  Verified generator data was provided but was incomplete in one area 
7.2. Level 2:  Verified generator data was provided but was incomplete in two areas.
7.3. Level 3:   Verified generator data was provided but was incomplete in three areas.
7.4. Level 4:   Verified generator data was provided but was incomplete in four or more areas.
E. Regional Differences

1. None

	Introduction

Title:  

IIBM3 - Verification of gross and net reactive power capability of generators.
Standard: 
S1.  Generation equipment shall be tested to verify that data submitted for steady-state and dynamics modeling in planning and operating studies is consistent with the actual physical characteristics of the equipment.  The data to be verified and provided shall include generator gross and net dependable capability, gross and net reactive power capability, voltage regulator controls, speed/load governor controls, and excitation systems.

Applicability:
Generation equipment owners
Effective Date:  
Approved by Engineering Committee July 14, 1998

Measures

M3.  Verification of gross and net reactive power capability of generators.
Generation equipment owners shall test to verify the gross and net reactive power capability of their units at least every five years.  They shall provide the Regions with the following information on request: 

1. Maximum sustained reactive power capability (both lagging and leading) as a function of real power output and generator terminal voltage.  If safety or system conditions do not allow testing to full capability, computations and engineering reports of estimated capability shall be provided.

2. Reason for reactive power limitation. 

3. Reactive power requirements of auxiliary loads.

4. Date and conditions during tests (ambient and design temperatures, generator loading, voltages, hydrogen pressure, high-side voltage, and auxiliary loads).

Full compliance:

Generation equipment owners shall test at least every five years all of their non-exempt generating units for reactive power capability according to the Regional procedures required under Measurement M1 of this Standard II.B. S1.

Test conditions and test results shall be documented and all data requested by the Region shall be provided by the generation equipment owners in accordance with the Regional procedures in Measurement M1 of Standard II.B. S1.  Exceptions to the schedules in the Regional procedures will need to be agreed to by the Region and the generation equipment owners.

Compliance

Compliance Monitoring Responsibility

Regions

Timeframe
At least every five years
Levels of Non-Compliance
Level 1:  Verification of generator gross and net reactive power capability was provided on schedule, but was incomplete in one or more areas.
Level 2:  Verification of generator gross and net reactive power capability was not provided on schedule, but was completed when submitted.
Level 3:  Verification of generator gross and net reactive power capability was not provided on schedule, and was incomplete in one or more areas when submitted.
Level 4:  Verification of generator gross and net reactive power capability was not provided.
Regional Differences

None identified.



New Standard– All Requirements and Measures are from IIBM3
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