Standard PRC-0xx-1 — Automatic Underfrequency Load Shedding

A. Introduction

1. Title:
Automatic Underfrequency Load Shedding
2. Number:
PRC-0xx-1
3. Purpose:
Provide system preservation measures by implementing coordinated automatic Underfrequency Load Shedding (UFLS) programs to arrest declining Bulk Electric System frequency.
4. Applicability:

4.1. Reliability Coordinator 
4.2. Transmission Operator

4.3. Transmission Owner

4.4. Distribution Provider
5. Effective Date:
TBD
B. Requirements

R1. Reliability Coordinator/Planning Coordinator shall analyze and document the UFLS equipment performance and program effectiveness following system events resulting in system frequency excursions below the initializing set points of the UFLS program.  The analysis shall include,: [Violation Risk Factor: Medium]
R1.1. A description and sequence of the event including initiating conditions. [Violation Risk Factor: Medium]
R1.2. A review of the UFLS set points and tripping times. [Violation Risk Factor: Medium] Such review shall include:
R1.2.1. Verification that actual settings agreed with UFLS program requirements

R1.2.2. Verification of correct relay operation 
R1.3.  A simulation of the event for model verification. [Violation Risk Factor: Medium]
R1.4. A summary of the findings including an assessment of the effectiveness of UFLS program. [Violation Risk Factor: Medium]
R2. Reliability Coordinator/Planning Coordinator shall provide documentation of the analysis of the UFLS program to its Regional Entity and NERC
 as scheduled after the system event. [Violation Risk Factor: Lower] 
C. Measures

M1. Each Transmission Owner’s, Transmission Operator’s, Load-Serving Entity’s and Distribution Provider’s documentation of the UFLS program performance following an underfrequency event includes all elements identified in Reliability Standard PRC-009-0_R1.

M2. Each Transmission Owner, Transmission Operator, Load-Serving Entity and Distribution Provider that owns or operate a UFLS program, shall have evidence it provided documentation of the analysis of the UFLS program performance following an underfrequency event as specified in Reliability Standard PRC-009-0_R1.

D. Compliance

6. Compliance Monitoring Process

6.1. Compliance Monitoring Responsibility

Compliance Monitor: Regional Reliability Organization.

6.2. Compliance Monitoring Period and Reset Time Frame

On request 90 calendar days after the system event.

6.3. Data Retention

None specified.

6.4. Additional Compliance Information

None.

7. Levels of Non-Compliance

7.1. Level 1:
Analysis of UFLS program performance following an actual underfrequency event below the UFLS set point(s) was incomplete in one or more elements in Reliability Standard PRC-009-0_R1.

7.2. Level 2:
Not applicable.

7.3. Level 3:
Not applicable.

7.4. Level 4:
Analysis of UFLS program performance following an actual underfrequency event below the UFLS set point(s) was not provided.

E. Regional Differences

None identified.

F. Associated Documents

Version History
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�When posting for comment, ask the question if this report be provided or made available to any other entity for review
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