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Implementation Plan for Under Frequency Load Shedding Regional Reliability Standard PRC-006-1 and Load Shedding Plans EOP-003-1


Implementation Plan for Under Frequency Load Shedding Reliability Standard 

Prerequisite Approvals

With one exception, there are no other reliability standards or Standard Authorization Requests (SARs), in progress or approved, that must be implemented before the Under Frequency Load Shedding standard and any associated regional reliability standards can be implemented.  .Parts 5.1 and 5.2 of Requirement R5 of the Under Frequency Load Shedding standard shall become effective and enforceable one year following the receipt of generation data as required in PRC-024-1, but no sooner than one year following the first day of the first calendar quarter after applicable regulatory approvals of PRC-006-1. 
Proposed Effective Date

Compliance with the new version PRC-006-1 Underfrequency Load Shedding reliability standard is effective one year following the first day of the first calendar quarter after applicable regulatory approvals (or the standard otherwise becomes effective the first day of the first calendar quarter after NERC Board of Trustees adoption in those jurisdictions where regulatory approval is not required).  

Compliance with the revised EOP-003-1 – Load Shedding Plans reliability standard is effective one year following the first day of the first calendar quarter after applicable regulatory approvals (or the standard otherwise becomes effective the first day of the first calendar quarter after NERC Board of Trustees adoption in those jurisdictions where regulatory approval is not required).  

Retired Standards

PRC-006-0 — Development and Documentation of Regional UFLS Programs will be completely retired once PRC-006-1 becomes effective as specified above. 

PRC-007-0 — Assuring Consistency with Regional UFLS Program Requirements will be completely retired once PRC-006-1 becomes effective as specified above.

PRC-009-0 — UFLS Performance Following an Underfrequency Event will be completely retired once PRC-006-1 becomes effective as specified above.

Modified Standards

EOP-003-0 – Load Shedding Plans revised requirements will become effective once EOP-003-1 becomes effective as specified above. (This doesn’t make any sense; doesn’t EOP-003-01 have the revised requirements?)
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