Standard INT-006-3 — Response to Interchange Authority


A. Introduction

1. Title:
Evaluation of Interchange Transactions
2. Number:
INT-006-4
3. Purpose:
To ensure that each Arranged Interchange is checked for reliability before it is implemented.

4. Applicability:

4.1. Balancing Authority.
4.2. Transmission Service Provider.
4.3. Reliability Coordinator

4.4. Transmission Operator
5. Effective Date:
The standard shall become effective on the first day of the first calendar quarter, three months after all regulatory approvals. 
B. Requirements


R1. During conditions in which Interchange Coordination has not been degraded due to coincidental, accidental, or malicious causes, each Sink Balancing Authority shall distribute Arranged Interchange to the entities listed in the table below less than one minute after receipt of the associated Request for Interchange or requested modifications to Interchange.


Each BA on the RFI…etc….
R2. Each Balancing Authority receiving an On-time Arranged Interchange or an Emergency Arranged Interchange
, shall evaluate the Arranged Interchange with respect to the following and approve or deny its transition to Confirmed Interchange prior to the expiration of the reliability assessment period defined in the timing requirements in Attachment 1, column B: 
2.1. Ability to support the magnitude of the Interchange, including ramping, throughout the duration of the Arranged Interchange.
2.2. 
2.3. Scheduling path (proper connectivity of Adjacent Balancing Authorities).
R3. Each Transmission Service Provider receiving an On-time Arranged Interchange or an Emergency Arranged Interchange, shall evaluate the Arranged Interchange with respect to the following and approve or deny its transition to Confirmed Interchange prior to the expiration of the reliability assessment period defined in the timing requirements in Attachment 1, column B: 
3.1. Ability of the unscheduled capacity remaining for the reservation (or other contractual/tariff arrangement) on the Transmission Providers system to accommodate the Arranged Interchange
3.2. Transmission system capability (ability of the Transmission Service Providers’ system to accommodate the Arranged Interchange based on projected system conditions)
3.3. Transmission path (proper connectivity of adjacent Transmission Service Providers) 
3.4. 
R4. Each Source Balancing Authority and Sink Balancing Authority receiving a Reliability Adjustment Arranged Interchange shall evaluate the Arranged Interchange with respect to the following and approve or deny its transition to Confirmed Interchange prior to the expiration of the reliability assessment period defined in the timing requirements in Attachment 1, column B: 
4.1. Energy profile (ability to support the magnitude of the Interchange, including ramping, throughout the duration of the Arranged Interchange).
4.2. Ramp (ability of generation maneuverability to accommodate).
R5. During conditions in which Interchange Coordination has not been degraded due to coincidental, accidental, or malicious causes, a sink Balancing Authority shall transition Arranged Interchange to Confirmed Interchange and distribute notification of the transition to the entities listed in the table in R1 less than one minute after the transition if any of the following conditions are met:
5.1. All entities associated with the Arranged Interchange have communicated their approval of the transition
5.2. The Arranged Interchange represents a Reliability Adjustment and the Source Balancing Authority, DC Tie Operating Balancing Authority, and the Sink Balancing Authority associated with the Arranged Interchange have communicated their approval of the transition
5.3. The time period specified in Attachment 1, column B, has elapsed, all Balancing Authorities and Transmission Service Providers associated with the Arranged Interchange have communicated their approval of the transitions, and no other entities associated with the Arranged Interchange have communicated their denial of the transition.
R6. During conditions in which Interchange Coordination has not been degraded due to coincidental, accidental, or malicious causes, a sink Balancing Authority shall not transition an Arranged Interchange to Confirmed Interchange and distribute notification that the transition did not occur to the entities listed in the table in R1 less than one minute after the decision not to transition if any of the following conditions are met:
6.1. The Arranged Interchange represents a Reliability Adjustment; the time period specified in Attachment 1, column B, has elapsed; and one or more of the following entities associated with the Arranged Interchange have not communicated their approval of the transition: the Source Balancing Authority, the DC Tie Operating Balancing Authority, or the Sink Balancing Authority.
6.2. The Arranged Interchange does not represent a Reliability Adjustment; the time period specified in Attachment 1, column B, has elapsed; and not all Balancing Authorities and Transmission Service Providers associated with the Arranged Interchange have communicated their approval of the transition
6.3. The Arranged Interchange does not represent a Reliability Adjustment, the time period specified in Attachment 1, column B, has elapsed, and any entity associated with the Arranged Interchange has communicated their denial of the transition
R7. No more than twenty-four hours prior to each operating hour, each Transmission Operator shall review the aggregate effect of all Confirmed Interchange for that operating hour scheduled to use any portion of the Transmission Operator’s Transmission System. [Time Horizon: Operations Planning, Same Day Operations, Real-time Operations; Violation Risk Factor: Medium]
R8. No more than twenty-four hours prior to each operating hour, each Reliability Coordinator shall review the aggregate effect of all Confirmed Interchange for that operating hour scheduled to use any portion of the Transmission System within the Reliability Coordinator’s reliability area. [Time Horizon: Operations Planning, Same Day Operations, Real-time Operations; Violation Risk Factor: Medium]
R9. Any Reliability Coordinator or Transmission Operator that identifies a potential detrimental reliability impact caused by a Confirmed Interchange during their review of an operating hour as described in R7 and R8 above shall communicate to the associated Sink Balancing Authority any transaction modifications required to mitigate that detrimental impact prior to that operating hour. [Time Horizon: Operations Planning, Same Day Operations, Real-time Operations; Violation Risk Factor: Medium]
C. Measures

D. Compliance

E. Regional Differences

None.
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Timing Requirements for all Interconnections except WECC
	
	
	A

	B
	C
	D

	If Arranged Interchange (RFI)
 is Submitted
	Assigned Time Classification 
	Sink BA Makes Initial Distribution of Arranged Interchange 
	BA and TSP Conduct Reliability Assessments 
	Sink BA Compiles and Distributes Status 
	Time reminaing for BA to prepare  Confirmed Interchange for Implementation

	>1 hour after the RFI start time


	ATF
	< 1 minute from RFI submission
	Entities have up to 2 hours to respond.
	< 1 minute from receipt of all Reliability Assessments
	NA



	<15 minutes prior to ramp start and <1 hour after the RFI start time
	Late
	< 1 minute from RFI submission
	Entities have up to 10 minutes to respond.
	< 1 minute from receipt of all Reliability Assessments
	< 3 minutes after receipt of confirmed RFI

	<1 hour and  > 15 minutes prior to ramp start
	On-time
	< 1 minute from RFI submission
	< 10 minutes from Arranged Interchange receipt 
	< 1 minute from receipt of all Reliability Assessments
	> 3 minutes prior to ramp start

	>1 hour to  < 4 hours prior to ramp start
	On-time
	< 1 minute from RFI submission
	< 20 minutes from Arranged Interchange receipt
	< 1 minute from receipt of all Reliability Assessments
	> 39 minutes prior to ramp start

	> 4 hours prior to ramp start
	On-time
	< 1 minute from RFI submission
	< 2 hours from Arranged Interchange receipt
	< 1 minute from receipt of all Reliability Assessments
	> 1 hour 58 minutes prior to ramp start


Example of Timing Requirements for all Interconnections except WECC
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Timing Requirements for WECC
	
	
	A

	B
	C
	D

	If Arranged Interchange (RFI)
 is Submitted
	Assigned Time Classification
	Sink BA Makes Initial Distribution of Arranged Interchange 
	BA and TSP Conduct Reliability Assessments 

	Sink BA Compiles and Distributes Status 
	Time reminaing for BA to prepare  Confirmed Interchange for Implementation

	>1 hour after the start time
	ATF
	< 1minute from RFI submission
	Entities have up to 2 hours to respond.
	< 1minute from receipt of all Reliability Assessments
	NA

	<10 minutes prior to ramp start and <1 hour after the start time
	Late
	< 1minute from RFI submission
	Entities have up to 10 minutes to respond.
	< 1minute from receipt of all Reliability Assessments
	< 3 minutes after receipt of confirmed RFI

	10 minutes prior to ramp start
	On-time
	< 1minute from RFI submission
	< 5 minutes from Arranged Interchange receipt
	< 1minute from receipt of all Reliability Assessments
	> 3 minutes prior to ramp start

	11 minutes prior to ramp start
	On-time
	< 1minute from RFI submission
	< 6 minutes from Arranged Interchange receipt
	< 1minute from receipt of all Reliability Assessments
	> 3 minutes prior to ramp start

	12 minutes prior to ramp start
	On-time
	< 1minute from RFI submission
	< 7 minutes from Arranged Interchange receipt
	< 1minute from receipt of all Reliability Assessments
	> 3 minutes prior to ramp start

	13 minutes prior to ramp start
	On-time
	< 1minute from RFI submission
	< 8 minutes from Arranged Interchange receipt
	< 1minute from receipt of all Reliability Assessments
	> 3 minutes prior to ramp start

	14 minutes prior to ramp start
	On-time
	< 1minute from RFI submission
	< 9 minutes from Arranged Interchange receipt
	< 1minute from receipt of all Reliability Assessments
	> 3 minutes prior to ramp start

	<1 hour and > 15 minutes prior to ramp start
	On-time
	< 1minute from RFI submission
	< 10 minutes from Arranged Interchange receipt
	< 1minute from receipt of all Reliability Assessments
	> 3 minutes prior to ramp start

	> 1hour and < 4 hours prior to ramp start
	On-time
	< 1minute from RFI submission
	< 20 minutes from Arranged interchange receipt
	< 1minute from receipt of all Reliability Assessments
	> 39 minutes prior to ramp start

	> 4 hours prior to ramp start
	On-time
	< 1minute from RFI submission
	< 2 hours from Arranged Interchange receipt 
	< 1minute from receipt of all Reliability Assessments
	> 1 hour 58 minutes prior to ramp start

	Submitted before 10:00 PPT with start time > 00:00 PPT of following day
	On-time
	< 1minute from RFI submission
	By 12:00 PPT of day the Arranged Interchange was received by Sink BA
	< 1minute from receipt of all Reliability Assessments
	> 1 hour 58 minutes prior to ramp start


Example of Timing Requirements for WECC
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� The Balancing Authority and Transmission Service Provider need not provide responses to any other requests.


� Time Classifications and deadlines apply to both initial Arranged Interchange submittal and any subsequent modifications to the Arranged Interchange.


� Time Classifications and deadlines apply to both initial Arranged Interchange submittal and any subsequent modifications to the Arranged Interchange.





�YELLOW is 693


�Emergency RFI defined – but not Emergency AI


�If we agree NAESB covers this, then we can delete columns A and C.  We should not be enforcing the same rule twice (at NERC and at NAESB) unless there is a clear reason to do so.





�If we agree NAESB covers this, then we can delete columns A and C.  We should not be enforcing the same rule twice (at NERC and at NAESB) unless there is a clear reason to do so.
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