Standard 069 – Special Protection Systems
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Purpose:
To ensure that all Special Protection Systems are properly designed, meet performance requirements, and are coordinated with other protection systems.  To ensure that maintenance and testing programs are developed and misoperations are analyzed and corrected. 

Effective Date:

February 8, 2005

Standard 069.1:
Special Protection System Procedure

Requirements:


R1-1.
Each Regional Reliability Organization with a Transmission Owner, Generator Owner, or Distribution Providers(s) that uses or is planning to use a Special Protection System shall have a documented Regional Reliability Organization review procedure to ensure the Special Protection System complies with Regional Reliability Organization criteria and NERC Reliability Standards.  The Regional Reliability Organization review procedure shall include:

a) Description of the process for submitting a proposed Special Protection System for Regional Reliability Organization review. 

b) Requirements to provide data that describes design, operation, and modeling of a Special Protection System. 

c) Requirements to demonstrate that the Special Protection System shall be designed so that a single Special Protection System component failure, when the Special Protection System was intended to operate, does not prevent the interconnected transmission system from meeting the performance requirements defined in sections 1,2 and 3 of Reliability Standard 051.

d) Requirements to demonstrate that the inadvertent operation of a Special Protection System shall meet the same performance requirement (Section 1,2, and 3 of Reliability Standard 051) as that required of the contingency for which it was designed, and not exceed Section 3 (Reliability Standard 051)

e) Requirements to demonstrate the proposed Special Protection System will coordinate with other protection and control systems and applicable Regional Reliability Organization emergency procedures.

f) Regional Reliability Organization definition of misoperation.

g) Requirements for analysis and documentation of corrective action plans for all Special Protection System misoperations.

h) Identification of the Regional Reliability Organization group responsible for the Regional Reliability Organization’s review procedure and the process for Regional Reliability Organization approval of the procedure.

i) Determination, as appropriate, of maintenance and testing requirements.

R1-2.   The Regional Reliability Organization shall provide affected Regional Reliability Organizations and NERC with documentation of the Regional Reliability Organization’s Special Protection System review procedure on request (within 30 calendar days).

Measures:

M1-1.     The Regional Reliability Organization with a Transmission Owner, Generator Owner, or Distribution Provider using or planning to use a Special Protection System shall have a documented Regional Reliability Organization review procedure as defined in Reliability Standard 069.1-R1-1. 

M1-2.     The Regional Reliability Organization shall have evidence it provided affected Regional Reliability Organizations and NERC with documentation of its Special Protection System review procedure on request (within 30 calendar days).

Regional Differences:

Not Identified

Compliance Monitoring Process:

Timeframe:

On request (within 30 calendar days)

Compliance Monitoring Responsibility:

Compliance Monitor:  Unaffiliated Compliance Monitor:  Third Party
Levels of Non-compliance:

Level 1:     Documentation of the Regional Reliability Organization’s procedure is missing one of the items listed in Reliability Standard 069.1- R1-1. 

Level 2:     Documentation of the Regional Reliability Organization’s procedure is missing two of the items listed in Reliability Standard 069.1-R1-1. 

Level 3:     Documentation of the Regional Reliability Organization’s procedure is missing three of the items listed in Reliability Standard 069.1-R1-1.  

Level 4:    Documentation of the Regional Reliability Organization’s procedure was not provided or is missing four or more of the items listed in Reliability Standard 069.1-R1-1.

Standard 069.2:
Special Protection System Database

Requirements:

R2-1.
A Regional Reliability Organization that has a Transmission Owner, Generator Owner, or Distribution Provider with a Special Protection System installed shall maintain a Special Protection System database.  The database shall include the following types of information:

a) Design Objectives – Contingencies and system conditions for which the Special Protection System was designed, 

b) Operation – The actions taken by the Special Protection System in response to disturbance conditions, and

c) Modeling – Information on detection logic or relay settings that control operation of the Special Protection System.

R2-2.    The Regional Reliability Organization shall provide to affected Regional Reliability Organization(s) and NERC documentation of its database or the information therein on request (within 30 calendar days).

Measures:

M2-1.     The Regional Reliability Organization that has a Transmission Owner, Generator Owner, or Distribution Providers with a Special Protection System installed, shall have a Special Protection System database as defined in R2-1 of this Reliability Standard.

M2-2.  The Regional Reliability Organization shall have evidence it provided documentation of its database or the information therein, to affected Regional Reliability Organization(s) and NERC on request (within 30 calendar days).

Regional Differences:

Not Identified

Compliance Monitoring Process:

Timeframe:

On request (within 30 calendar days)

Compliance Monitoring Responsibility:

Compliance Monitor: Unaffiliated Third Party
Levels of Non-compliance:

Level 1:     The Regional Reliability Organization’s database is missing one of the items listed in Reliability Standard 069.2-R2-1.   

Level 2:     The Regional Reliability Organization’s database is missing two of the items listed in Reliability Standard 069.2-R2-1. 

Level 3:     Not applicable.

Level 4:     The Regional Reliability Organization’s database was not provided or is missing all of the elements listed in Reliability Standard 069.2-R2-1.

Standard 069.3:
Special Protection System Assessment

Requirements:

R3-1.    The Regional Reliability Organization shall assess the operation, coordination, and effectiveness of all Special Protection Systems installed in its region at least once every five years for compliance with NERC Reliability Standards and Regional criteria.

R3-2.    The Regional Reliability Organization shall provide either a summary report or a detailed report of its assessment of the operation, coordination, and effectiveness of all Special Protection Systems installed in its region to affected Reliability Authorities or NERC, on request (within 30 calendar days).

R3-3.    The documentation of the Regional Reliability Organization’s Special Protection System assessment shall include the following elements:

a) Identification of group conducting the assessment and the date the assessment was performed.

b) Study years, system conditions, and contingencies analyzed in the technical studies on which the assessment is based and when those technical studies were performed.

c) Identification of Special Protection Systems that were found not to comply with NERC Standards and Regional Reliability Organization criteria.

d) Discussion of any coordination problems found between a Special Protection System and other protection and control systems.

e) Provide corrective action plans for non-compliant Special Protection Systems.

Measures:

M3-1.   The Regional Reliability Organization shall assess the operation, coordination, and effectiveness of all Special Protection Systems installed in its region at least once every five years for compliance with NERC Standards and Regional criteria.

M3-2.   The Regional Reliability Organization shall provide either a summary report or a detailed report of this assessment to affected Regional Reliability Organizations or NERC, on request (within 30 calendar days).

M3-3.     The Regional Reliability Organization’s documentation of the Special Protection System assessment shall include all elements as defined in Section 3 of Reliability Standard 069.3-R3.   

Regional Differences:

Not Identified

Compliance Monitoring Process:

Timeframe:

On request (within 30 calendar days)

Compliance Monitoring Responsibility:

Compliance Monitor: Unaffiliated Third Party
Levels of Non-compliance:

Level 1:
 The summary (or detailed) Regional Reliability Organization Special Protection System assessment is missing one of the items listed in Reliability Standard 069.3-R3-3.   

Level 2:     The summary (or detailed) Regional Reliability Organization Special Protection System assessment is missing two of the items listed in Reliability Standard 069.3-R3-3.   

Level 3:     The Regional Reliability Organization’s summary (or detailed) Regional Reliability Organization Special Protection System assessment is missing three of the items listed in Reliability Standard 069.3-R3-3.   

Level 4:     The Regional Reliability Organization’s summary (or detailed) Regional Reliability Organization Special Protection System assessment is missing more than three of the items listed in Reliability Standard 069.3-R3-3 or was not provided.  

Standard 069.4:
Special Protection System Data and Documentation

Requirements:

R4-1.   The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall maintain a list of and provide data for existing and proposed Special Protection Systems as specified in Reliability Standard 069.2-R2-1.   

R4-2.   The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have evidence it reviewed new or functionally modified Special Protection Systems in accordance with the Regional Reliability Organization’s procedures as defined in Reliability Standard 069.1-R1-1 prior to being placed in service.  

R4-3.   The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall provide documentation of Special Protection System data and the results of studies that show compliance of new or functionally modified Special Protection Systems with NERC Standards and Regional Reliability Organization criteria to affected Regional Reliability Organizations and NERC, on request (within 30 calendar days).

Measures:

M4-1.   The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have evidence it maintains a list of and provides data for existing and proposed Special Protection Systems as defined in Reliability Standard 069.2-R2-1.  

M4-2.    The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have evidence it reviewed new or functionally modified Special Protection Systems in accordance with the Regional Reliability Organization’s procedures as defined in Reliability Standard 069.1-R1-1 prior to being placed in service.  

M4-3.     The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have evidence it provided documentation of Special Protection System data and the results of studies that show compliance of new or functionally modified Special Protection Systems with NERC Standards and Regional Reliability Organization criteria to affected Regional Reliability Organizations and NERC, on request (within 30 calendar days).

Regional Differences:

Not Identified

Compliance Monitoring Process:

Timeframe:

On request (within 30 calendar days)

Compliance Monitoring Responsibility:

Compliance Monitor: Regional Reliability Organization
Levels of Non-compliance:

Level 1:  
Special Protection System owners provided Special Protection System data, but was incomplete according to the Regional Reliability Organization Special Protection System database requirements
Level 2:
Special Protection System owners provided results of studies that show compliance of new or functionally modified Special Protection Systems with the NERC Planning Standards and Regional Reliability Organization criteria, but were incomplete according to the Regional Reliability Organization procedures for Reliability Standard 069.1-R1-1.

Level 3:
Not applicable.

Level 4:
No Special Protection System data was provided in accordance with Regional Reliability Organization Special Protection System database requirements for Standard 069.1-R1-1, or the results of studies that show compliance of new or functionally modified Special Protection Systems with the NERC Reliability Standards and Regional Reliability Organization criteria were not provided in accordance with Regional Reliability Organization procedures for Reliability Standard 069.1-R1-1. 

Standard 069.5:
Special Protection System Misoperations

Requirements:
R5-1.   The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall analyze its Special Protection System operations and maintain a record of all misoperations in accordance with Regional Reliability Organization procedures in Reliability Standard 069.1- R1-1.   
R5-2.   The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall take corrective actions to avoid future misoperations.

R5-3.   The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall provide documentation of the misoperation analyses and the corrective action plans to the affected Regional Reliability Organization and NERC, on request (within 90 calendar days).

Measures:

M5-1.   The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have evidence it analyzed Special Protection System operations and maintains a record of all misoperations in accordance with Regional Reliability Organization procedures in Reliability Standard 069.5-R5-1.

M5-2.  The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have evidence it took corrective actions to avoid future misoperations.

M5-3.     The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have evidence it provided documentation of the misoperation analyses and the corrective action plans to the affected Regional Reliability Organization and NERC, on request (within 90 calendar days).

Regional Differences:

Not Identified

Compliance Monitoring Process:

Timeframe:

On request (within 90 calendar days of the incident or on request (within 30 calendar days) if requested more than 90 calendar days after the incident)

Compliance Monitoring Responsibility:

Compliance Monitor: Regional Reliability Organization
Levels of Non-compliance:

Level 1:
Documentation of Special Protection System misoperations is complete but documentation of corrective actions taken for all identified Special Protection System misoperations is incomplete.

Level 2:
Documentation of corrective actions taken for Special Protection System misoperations is complete but documentation of Special Protection System misoperations is incomplete.

Level 3:
Documentation of Special Protection System misoperations and corrective actions is incomplete.

Level 4:
No documentation of Special Protection System misoperations or corrective actions.

Standard 069.6:
Special Protection System Maintenance and Testing

Requirements:

R6-1.
The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have a system maintenance and testing program(s) in place. The program(s) shall include:

a) Special Protection System identification shall include but is not limited to:

· Relays
· Instrument transformers
· Communications systems, where appropriate
· Batteries
b) Documentation of maintenance and testing intervals and their basis

c) Summary of testing procedure

d) Schedule for system testing

e) Schedule for system maintenance

f) Date last tested/maintained

R6-2.     The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall provide documentation of the program and its implementation to the appropriate Regional Reliability Organizations and NERC on request (within 30 calendar days).

Measures:

M6-1.     The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have a system maintenance and testing program(s) in place that includes all items in Reliability Standard 069.6-R6-1.

M6-2.    The Transmission Owner, Generator Owner, and Distribution Provider that owns a Special Protection System shall have evidence it provided documentation of the program and its implementation to the appropriate Regional Reliability Organizations and NERC on request (within 30 calendar days).

Regional Differences:

Not Identified

Compliance Monitoring Process:

Timeframe:

On request (within 30 calendar days)
Compliance Monitoring Responsibility:

Compliance Monitor: Regional Reliability Organization.  Each Region shall report compliance and violations to NERC via the NERC Compliance Reporting process.

Levels of Non-compliance:

Level 1:
Documentation of the maintenance and testing program was incomplete, but records indicate implementation was on schedule.

Level 2:
Complete documentation of the maintenance and testing program was provided, but records indicate that implementation was not on schedule.

Level 3:
Documentation of the maintenance and testing program was incomplete, and records indicate implementation was not on schedule.

Level 4:
Documentation of the maintenance and testing program, or its implementation, was not provided.
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