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Section A ( Monitoring System Conditions


	This standard is one of several that have potential redundancy with other standards.  The Drafting Team is seeking industry comment on the extent to which redundancies should be eliminated in Version 0.

	Title
	Monitoring System Conditions
	
	

	Purpose
	To ensure critical reliability parameters are monitored in real-time.


	
	

	Effective Date
	February 8, 2005
	
	

	Applicability
	1. Reliability Authorities

2. Balancing Authorities

3. Transmission Operators 

4. Generator Operators
	
	

	Requirements
	R1
Generator Operators shall inform the Host Balancing Authority and the Transmission Operator of all generation resources available for use.  Transmission Operators and Balancing Authorities shall inform the Reliability Authority and other affected Balancing Authorities and Transmission Operators of all generation and transmission resources available for use.
	Policy 4A Requirement 1. 
	Translating to active voice and the Functional Model forces the question of hierarchy or reporting reliability information that is implied in the Functional Model.  The Drafting Team has made one interpretation here and recognizes the need for further work and industry input.  One approach would be to have the standard apply only to Bas and TOs and assume that Generator Operator and other functions are obligated through service agreements or connection requirements.

	
	R2
Reliability Authorities, Balancing Authorities and Transmission Operators shall monitor applicable transmission line status, MW and MVAR flows, voltage, LTC settings and status of rotating and static reactive resources.
	Policy 4A Requirement 2.
	

	
	R3
Each Reliability Authority, Balancing Authority and Transmission Operator shall provide appropriate technical information concerning protective relays to operating personnel.
	Policy 4A Requirement 3.
	

	
	R4
The Reliability Authority, Balancing Authority and Transmission Operator shall have information, including weather forecasts and past load patterns, available to predict the system’s near-term load pattern.
	Policy 4A Requirement 4.
	Is load forecasting required for reliability or not, if not, why is this information required?

	
	R5
Each Reliability Authority, Balancing Authority and Transmission Operator shall use monitoring equipment to bring to the attention of operating personnel important deviations in operating conditions and to indicate, if appropriate, the need for corrective action.
	Policy 4A Requirement 5. 
	

	
	R6
Each Balancing Authority and Transmission Operator shall use sufficient metering of suitable range, accuracy and sampling rate (if applicable) to ensure accurate and timely monitoring of operating conditions under both normal and emergency situations.
	Policy 4A Requirement 5.1
	

	
	R7
Reliability Authorities, Balancing Authorities and Transmission Operators shall monitor system frequency.
	Policy 4A Requirement 6.
	

	Measures
	Not Specified
	
	

	Regional Differences
	None Identified


	
	

	Compliance Monitoring Process
	Not Specified
	
	

	Levels of Non Compliance
	Not Specified
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